BILL OF MATERIALS REVISIONS
DET. | QTY. DESCRIPTION MATERIAL PLATING SYM DESCRIPTION _xn,@nu_ DATE | APPR
1 1 PIN BeCu GOLD [ [
2 1 INSULATOR PTFE —
3 1 BODY BRASS GOLD
4 1 GASKET SILICONE —
5 1 C—RING BeCu —
6 1 SHELL BRASS GOLD
7 1 FERRULE BRASS GOLD |ﬂHm_ IEE] ﬂ )
8 1 COVER BRASS GOLD - == - u
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1) IMPEDANCE: 50 ohm -
2) FREQUENCY: 0-12.4 GHz MATERAL — SEE BOM e BoM | e ABBATRON
3) CONTACT RESISTANCE: o_h.wum_oz)_.q% TIMLE: SMA5133
CENTER CONDUCTOR: 6.0 MILLIOHMS MAX XK OOC OOK SMA PLUG, CRIMP STYLE Electronic Connectors and Hardware
OUTER CONDUCTOR: 2.0 MILLOHMS MAX I o RG— 174/U,188A/U, 316 /U 632 Arch Street, Meadville, Pa. 16335
4) INSULATION RESISTANCE: 5000 MEGOHMS MIN T e E— T
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